
PERFORMANCE DATA
MFD-DBV-8R 

Airflow At Prescribed Static Pressure (in. w.g.)

Input Signal 

(VDC)

MFD-DP-8R-DBV MFD-TP-8R-DBV

0.03 0.050 0.080 0.100 0.030 0.050 0.080 0.100

0 <5 <5 <5 <5 <5 <5 <5 <5

2 11 15 21 24 12 18 23 26

4 21 27 35 40 24 33 41 46

6 27 35 44 51 36 47 59 67

8 31 39 50 56 44 58 72 81

10 32 41 52 59 49 66 81 91
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DP-Displacement Pattern

TP-Twist Pattern

Performance notes: 
1. Airflow rates are in cubic feet per minute, cfm
2. Static pressure is in inches of water gauge, in. w.g.
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PERFORMANCE DATA
MFD-DBV-8R-HP 

Airflow at Prescribed Static Pressure (in. w.g.)

Input Signal 

(VDC)

MFD-DP-8R-DBV-HP MFD-TP-8R-DBV-HP

0.030 0.050 0.080 0.100 0.030 0.050 0.080 0.100

0 <5 <5 <5 <5 <5 <5 <5 <5

2 18 23 31 34 18 25 32 35

4 31 41 52 59 39 50 63 71

6 36 47 60 67 54 66 84 93

8 39 49 63 70 60 78 98 107

10 39 50 64 71 64 82 104 116
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DP-Displacement Pattern

TP-Twist Pattern

Performance notes: 
1. Airflow rates are in cubic feet per minute, cfm
2. Static pressure is in inches of water gauge, in. w.g.

2 For more information visit www.priceindustries.com | v003

DBV 
Variable Volume Round Floor Basket 



PERFORMANCE DATA
MFD-DBV-10R

Airflow at prescribed static pressure (in. w.g.)

Input Signal 

(VDC)

MFD-DP-10R-DBV MFD-TP-10R-DBV

0.030 0.050 0.080 0.100 0.030 0.050 0.080 0.100

0 <5 <5 <5 <5 <5 <5 <5 <5

2 30 38 50 55 34 41 57 63

4 45 56 72 77 59 76 96 107

6 51 63 80 89 80 100 126 142

8 55 65 85 92 92 118 149 166

10 56 68 86 95 100 128 159 179
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DP-Displacement Pattern
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Performance notes: 
1. Airflow rates are in cubic feet per minute, cfm
2. Static pressure is in inches of water gauge, in. w.g.

3v003 | For more information visit www.priceindustries.com

DBV 
Variable Volume Round Floor Basket



Product Improvement is a continuing endeavour at Price. Therefore, specifications are subject to change without notice.
Consult your Price Sales Representative for current specifications or more detailed information. Not all products may be

available in all geographic areas. All goods described in this document are warranted as described in the Limited Warranty
shown at priceindustries.com. The complete Price product catalog can be viewed online at priceindustries.com.
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