
PERFORMANCE DATA
FDU Booster Size 10 ECM  
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Note:
1. Power consumption curves tested at 0.25 in.w.g. and 277V input voltage.
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PERFORMANCE DATA
FDU Booster Size 20 ECM  
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Note:
1. Power consumption curves tested at 0.25 in.w.g. and 277V input voltage.
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PERFORMANCE DATA
FDU Booster Size 30 ECM  
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Note:
1. Power consumption curves tested at 0.25 in.w.g. and 277V input voltage.

FDU Booster Size 30 ECM – Power Consumption1
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PERFORMANCE DATA
FDU Booster Size 40 ECM  
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Pressure Independent Flow Range

No Coil
1 Row Heating

High-Turndown 
Program Min. Flow
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4 Row Cooling

FDU Booster Size 40 ECM – Power Consumption1
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Note:
1. Power consumption curves tested at 0.25 in.w.g. and 277V input voltage.
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PERFORMANCE DATA
FDU Booster Size 50 ECM  
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Pressure Independent Flow Range

No Coil
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High-Turndown 
Program Min. Flow
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FDU Booster Size 50 ECM – Power Consumption1
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Note:
1. Power consumption curves tested at 0.25 in.w.g. and 277V input voltage.
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FDU Terminal Size 10 ECM  
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Pressure Independent Flow Range

PERFORMANCE DATA

No Coil
1 Row Heating

High-Turndown 
Program Min. Flow

2 Row Heating
4 Row Cooling

Note:
1. Power consumption curves tested at 0.25 in.w.g. and 277V input voltage.
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FDU Terminal Size 20 ECM  
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Pressure Independent Flow Rangessure Independent Flow RangedPres gs

PERFORMANCE DATA

No Coil
1 Row Heating

High-Turndown 
Program Min. Flow

2 Row Heating
4 Row Cooling

Note:
1. Power consumption curves tested at 0.25 in.w.g. and 277V input voltage.

FDU Terminal Size 20 ECM – Power Consumption1
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FDU Terminal Size 30 ECM  
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Pressure Independent Flow Range

PERFORMANCE DATA

No Coil
1 Row Heating

High-Turndown 
Program Min. Flow

2 Row Heating
4 Row Cooling

Note:
1. Power consumption curves tested at 0.25 in.w.g. and 277V input voltage.

FDU Terminal Size 30 ECM – Power Consumption1
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FDU Terminal Size 40 ECM  

St
at

ic
 P

re
ss

ur
e,

 In
ch

es
 w

.g
.

Airflow Rate, cfm
1800800 1400 16001200400 600 10002000

0.20

0.10

0.30

0.40

0.50

0.60

Pr
es

su
re

 In
de

pe
nd

en
t P

ro
gr

am
 M

in
. F

lo
w

Hi
gh

-T
ur

nd
ow

n 
Pr

og
ra

m
 M

in
. F

lo
w

 

Pressure Independent Flow Range

PERFORMANCE DATA

No Coil
1 Row Heating

High-Turndown 
Program Min. Flow

2 Row Heating
4 Row Cooling

Note:
1. Power consumption curves tested at 0.25 in.w.g. and 277V input voltage.

FDU Terminal Size 40 ECM – Power Consumption1
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PERFORMANCE DATA
FDU Booster Configuration 
ECM Capacities

Unit Size Fan Airflow (CFM) Motor HP Full Load Amps (FLA)
Minimum2 Maximum3 115V 208V 240V 277V

10 50 600  1/3 2.85 1.87 1.65 1.47
20 75 995  1/3 6.7  4.23 3.73 3.52
30 100 1230  1/2  7.55 5.2 4.59 4.2
40 175 1880  3/4  10.97 7 6.18 5.85
50 175 2400  2 X 1/2  13.33 9.2 8.12 7.49

EC Max KW4 − Single Point Power

Unit Size 1 Phase Voltage 3 Phase Voltage
120 208 240 277 480 208 480 6005

10 5.4 8.5 8.5 8.5 8.5 8.5 8.5 DP
20 4.9 9.1 10.6 12 12.5 13.2 13.2 DP
30 4.8 8.9 10.4 12.1 17.1 15.4 17.1 DP
40 4.4 8.5 10 11.7 20.2 14.7 23.7 DP
50 4.1 8 9.5 11.2 19.4 13.9 32.9 DP

EC Max KW4 − Dual Point Power

Unit Size 1 Phase Voltage 3 Phase Voltage
120 208 240 277 480 208 480 6005

10 5.7 8.5 8.5 8.5 8.5 8.5 8.5 8.5
20 5.7 9.9 11.5 12 12.5 13.2 13.2 13.2
30 5.7 9.9 11.5 13.2 17.1 17.1 17.1 17.1
40 5.7 9.9 11.5 13.2 23 17.2 25.9 25.9
50 5.7 9.9 11.5 13.2 23 17.2 32.9 32.9

FDU Terminal Configuration
ECM Capacities

Unit Size Inlet Size Primary Airflow (CFM) Fan Airflow (CFM) Motor HP Full Load Amps (FLA)
Minimum Maximum Minimum2 Maximum3 115V 208V 240V 277V

10
4" 50 400

50 600  1/3 2.92 1.88 1.66 1.595" 63 500
6" 66 550

20
4" 50 400

75 880  1/3 6.74 4.26 3.76 3.575" 63 500
6" 66 550

30
5" 63 500

100 1150  1/2 7.39 4.72 4.17 4.046" 66 550
8" 132 1100

40
6" 66 550

100 1700  3/4 11.08 7.06 6.23 5.748" 132 1100
10" 221 17001

EC Max KW4 − Single Point Power

Unit Size 1 Phase Voltage 3 Phase Voltage
120 208 240 277 480 208 480 600

10 5.4 8.5 8.5 8.5 8.5 8.5 8.5 DP
20 4.9 9 10.6 11.8 11.8 11.8 11.8 DP
30 4.8 9 10.5 12.1 15 15 15 DP
40 4.4 8.5 10 11.7 20.2 14.7 23.7 DP

EC Max KW4 − Dual Point Power

Unit Size 1 Phase Voltage 3 Phase Voltage
120 208 240 277 480 208 480 6005

10 5.7 8.5 8.5 8.5 8.5 8.5 8.5 8.5
20 5.7 9.9 11.5 11.8 11.8 11.8 11.8 11.8
30 5.7 9.9 11.5 13.2 15 15 15 15
40 5.7 9.9 11.5 13.2 23 17.2 23.7 23.7

Performance Notes:
1. Maximum primary airflow is limited by maximum fan airflow.
2. Minimum fan airflow is with High Turndown Flow (HTF) 

motor program

3. Maximum fan airflow values is with base assembly (no coil, 
no filter) and downstream static pressure of 0.1 in. w.g

4. EC max kW shown is for 1 stage. Up to 3 stage EC is 
also available.

5. DP means that voltage only offered with dual point power.
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PERFORMANCE DATA
FDU Booster Configuration     
Radiated Sound  Power Levels

Unit
Size

Fan
Airflow

Sound Power Levels, Lw, dB re 10-12 Watts
Fan Only

Octave Band
CFM 2 3 4 5 6 7

10

150 48 52 54 50 47 37
250 51 54 56 53 50 42
350 56 56 58 57 54 48
450 60 59 60 60 58 53

20

300 54 54 54 51 43 33
500 62 61 59 58 51 42
700 69 67 64 64 58 49
900 73 72 69 69 64 56

30

300 51 52 54 49 41 29
600 60 59 60 58 50 39
900 69 68 66 65 59 49

1100 75 73 70 70 64 55

40

300 55 52 55 49 40 27
700 63 58 61 57 49 38

1100 71 65 66 65 57 48
1500 79 72 70 71 65 57

50

600 55 55 58 54 45 33
1000 61 59 62 59 51 40
1400 66 63 65 64 56 46
1700 70 66 68 67 60 50

Discharge Sound  Power Levels

Unit
Size

Fan
Airflow

Sound Power Levels, Lw, dB re 10-12 Watts
Fan Only

Octave Band
CFM 2 3 4 5 6 7

10

150 53 53 53 50 45 38
250 58 57 57 55 51 47
350 62 61 60 59 55 53
450 66 65 64 62 59 58

20

300 61 59 56 55 51 47
500 69 67 64 63 60 59
700 76 74 70 70 68 67
900 81 80 76 76 74 74

30

300 56 56 55 53 48 43
600 66 65 63 61 58 55
900 75 75 70 70 67 66
1100 81 80 75 75 73 72

40

300 59 55 55 51 47 40
700 68 64 62 60 56 54
1100 78 73 69 68 65 64
1500 86 80 75 75 73 73

50

600 56 55 58 54 50 44
1000 63 61 63 60 57 53
1400 69 67 67 66 63 61
1700 73 71 71 69 67 65

Performance Notes:
1. Test data obtained in accordance with AHRI Standard 880-2011 and ASHRAE Standard 

130-2016.
2. Sound Power Levels expressed in decibels (dB) re 10-12 watts
3. Data is raw without any corrections for Room Absorption, duct attenuation, or ceiling 

transmission loss.
4. Fan external static pressure is 0.25” W.G. in all cases.

Performance Notes:
1. Test data obtained in accordance with AHRI Standard 880-2011 and ASHRAE Standard 

130-2016.
2. Sound Power Levels expressed in decibels (dB) re 10-12 watts
3. Data is raw without any corrections for Room Absorption, duct attenuation, or ceiling 

transmission loss.
4. Fan external static pressure is 0.25” W.G. in all cases.
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PERFORMANCE DATA
FDU Terminal Configuration AHRI 880  
Certification Rating Points     
Discharge

Unit Size
(2)

Fan CFM
(3)

Input Watts
(4)

Min. Δ Ps Inlet
FAN ONLY (5)

2 3 4 5 6 7
1006 375 66 0.01 65 62 62 60 56 53
2006 550 160 0.55 73 70 67 67 64 64
3008 800 201 0.27 75 73 69 68 65 64
4010 900 152 0.13 74 70 66 64 61 59

Radiated

Unit
Size

(1)
Primary

CFM

(2)
Fan
CFM

(3)
Input
Watts

(4)
Min.

Δ Ps Inlet

(5)
Fan Only

(6)
1.5" Inlet Static w.g.

2 3 4 5 6 7 2 3 4 5 6 7
1006 375 375 66 0.01 56 53 51 50 44 34 65 62 58 54 51 50
2006 550 550 160 0.55 64 58 56 54 46 39 70 67 64 59 54 54
3008 800 800 201 0.27 67 61 58 57 48 39 71 67 63 60 57 57
4010 900 900 152 0.13 70 60 57 56 47 36 71 63 60 58 57 56

ARI Certification Notes:           
1. Primary CFM is the standard rated air volume for the 

inlet.    
2. Fan CFM is the maximum rated fan volume at 0.25" w.g. 

downstream static pressure.

3. Input watts is the maximum electrical power input at the 
maximum rated fan volume. 

4. Minimum operating pressure inlet is the minimum operat-
ing pressure requirement of the primary air valve at the 
rated primary CFM.

5. Fan only sound power levels are at the maximum rated 
fan volume.

6. Power levels at the maximum rated fan volume and rated 
primary CFM at 1.5" w.g. inlet static.  
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PERFORMANCE DATA
FDU Terminal Configuration     
Radiated Sound Power Levels

Unit
Size

Inlet 
Size

Primary
Airflow

Fan
Airflow

Sound Power Levels, Lw, dB re 10-12 Watts

Fan Only Primary Air
0.5" w.g. 1.0" w.g. 1.5" w.g.

Octave Band Octave Band Octave Band Octave Band
Inch CFM CFM 2 3 4 5 6 7 2 3 4 5 6 7 2 3 4 5 6 7 2 3 4 5 6 7

10 4

150 150 49 48 47 43 37 27 60 55 49 46 43 39 62 57 52 48 47 44 64 58 54 50 49 47
250 250 51 50 48 46 40 30 67 62 55 51 48 44 69 64 58 54 52 49 70 65 60 55 54 53
375 375 56 53 51 50 44 34 72 67 60 55 51 48 74 69 63 58 55 54 76 70 64 59 57 57
375 450 59 56 53 53 46 38 72 67 60 55 51 48 74 69 63 58 55 54 76 70 64 59 57 57

10 5

150 150 49 48 47 43 37 27 56 52 48 45 42 36 59 54 51 48 46 43 60 56 53 49 49 47
250 250 51 50 48 46 40 30 62 58 53 49 45 40 64 60 56 52 49 47 66 61 57 53 52 51
375 375 56 53 51 50 44 34 67 62 56 52 48 43 69 65 59 55 52 50 70 66 61 56 54 54
375 450 59 56 53 53 46 38 67 62 56 53 48 43 69 65 59 55 52 50 70 66 61 56 54 54

10 6

150 150 49 48 47 43 37 27 53 50 48 45 40 33 55 52 50 47 45 42 56 53 52 48 48 46
250 250 51 50 48 46 40 30 58 54 51 47 42 36 60 56 53 50 47 44 61 58 54 51 50 49
375 375 56 53 51 50 44 34 62 57 53 50 44 38 64 60 55 52 49 46 65 62 58 54 51 50
375 450 59 56 53 53 46 38 62 57 53 53 46 38 64 60 55 53 49 46 65 61 57 54 52 50

20 4

200 200 48 47 45 42 31 24 65 55 50 46 43 40 67 58 53 49 47 45 69 60 54 50 48 47
300 300 53 50 48 45 35 27 70 61 56 53 48 46 72 64 59 55 51 50 74 66 61 56 53 53
400 400 57 53 51 49 39 31 73 66 61 57 52 50 76 69 64 59 55 54 77 71 66 60 57 57
400 800 70 65 61 60 53 47 73 66 61 57 52 50 76 69 64 59 55 54 77 71 66 60 57 57

20 5

200 200 48 47 45 42 31 24 57 49 45 42 38 33 58 52 48 45 44 41 59 53 50 46 47 46
375 375 56 52 50 48 38 30 66 58 54 50 44 40 67 61 57 53 49 48 68 63 59 54 53 53
500 500 61 56 53 52 43 35 70 63 58 54 46 43 71 65 61 57 52 51 72 67 63 58 55 56
500 800 70 65 61 60 53 47 70 63 61 60 53 47 71 65 61 60 53 51 72 67 63 60 55 56

20 6

200 200 48 47 45 42 31 24 54 48 45 43 39 34 55 51 48 45 43 40 56 53 50 46 46 44
375 375 56 52 50 48 38 30 62 56 53 50 44 40 63 59 56 52 48 46 64 61 57 53 51 50
550 550 64 58 56 54 46 39 67 61 57 54 47 44 68 64 60 56 51 50 70 67 64 59 54 54
550 800 70 65 61 60 53 47 70 65 61 60 53 47 70 64 60 60 53 50 70 66 62 60 54 54

30 5

350 350 55 50 48 45 35 26 60 57 52 50 44 43 64 61 56 53 48 48 66 64 59 54 51 52
500 500 59 54 52 49 39 30 63 61 57 55 48 47 67 66 62 58 52 53 69 68 64 60 55 56
500 800 67 61 58 57 48 39 67 61 58 57 48 47 67 66 62 58 52 53 69 68 64 60 55 56
500 1000 72 66 62 61 53 45 72 66 62 61 53 47 72 66 62 61 53 53 72 68 64 61 53 56

30 6

350 350 55 50 48 45 35 26 58 55 52 49 44 41 62 59 56 52 49 48 64 62 58 54 52 52
550 550 60 55 53 51 41 31 63 60 56 54 47 45 66 64 60 57 52 52 69 67 63 59 55 56
550 800 67 61 58 57 48 39 67 61 58 57 48 45 67 64 60 57 52 52 69 67 63 59 55 56
550 1000 72 66 62 61 53 45 72 66 62 61 53 45 72 66 62 61 53 52 72 67 63 61 55 56

30 8

350 350 55 50 48 45 35 26 55 51 48 46 43 38 58 54 51 48 46 43 59 56 52 49 48 46
550 550 60 55 53 51 41 31 62 57 54 52 48 44 64 60 56 54 51 49 66 62 58 55 53 52
800 800 67 61 58 57 48 39 67 63 58 57 52 48 70 65 61 59 55 54 71 67 63 60 57 57
800 1000 72 66 62 61 53 45 72 66 62 61 53 48 72 66 62 61 55 54 72 67 63 61 57 57

40 6

350 350 56 49 48 44 34 26 60 55 52 49 45 43 62 59 55 52 51 51 64 61 57 54 54 55
550 550 61 53 52 48 38 29 63 59 55 52 48 47 66 62 59 55 53 54 67 65 61 57 57 59
550 1100 72 63 60 58 49 39 72 63 60 58 49 47 72 63 60 58 53 54 72 65 61 58 57 59
550 1600 81 72 67 66 59 50 81 72 67 66 59 50 81 72 67 66 59 54 81 72 67 66 59 59

40 8

600 600 62 54 52 49 39 29 65 58 54 52 47 44 66 61 58 55 53 52 67 62 59 57 56 57
900 900 68 59 57 55 45 35 70 62 57 55 50 47 72 64 60 58 55 55 72 6 6 62 60 58

1100 1100 72 63 60 58 49 39 73 64 59 57 51 49 75 66 62 60 56 57 75 68 63 62 60 61
1100 1600 81 72 67 66 59 50 81 72 67 66 59 50 81 72 67 66 59 57 81 72 67 66 60 61

40 10

600 600 62 54 52 49 39 29 62 55 53 51 46 41 63 58 56 54 52 49 64 59 5 7 55 54
900 900 70 60 57 56 47 36 68 59 55 54 49 44 69 61 58 57 54 52 71 63 60 58 57 56

1100 1100 72 63 60 58 49 39 71 61 57 56 50 46 72 63 60 59 55 54 73 65 62 60 59 59
1100 1600 81 72 67 66 59 50 81 72 67 66 59 50 81 72 67 66 59 54 81 72 67 66 59 59

 Performance Notes:
1. Test data obtained in accordance with AHRI Standard 

880-2011 and ASHRAE Standard 130-2016.
2. Sound Power Levels expressed in decibels (dB) re 10-12 

watts

3. Data is raw without any corrections for Room Absorption, 
duct attenuation, or ceiling transmission loss.

4. Fan external static pressure is 0.25" W.G. in all cases.
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PERFORMANCE DATA
FDU Terminal Configuration     
Discharge Sound Power Levels

Unit
Size

Inlet 
Size

Primary
Airflow

Fan
Airflow

Sound Power Levels, Lw, dB re 10-12 Watts

Fan Only Primary Air
0.75" w.g. 1.0" w.g. 1.5" w.g.

Octave Band Octave Band Octave Band Octave Band
Inch CFM CFM 2 3 4 5 6 7 2 3 4 5 6 7 2 3 4 5 6 7 2 3 4 5 6 7

10 4

150 150 55 54 53 50 45 38 63 59 53 50 45 38 65 62 54 51 46 39 67 63 55 51 46 40
250 250 60 58 57 55 50 45 69 66 58 55 50 45 71 68 59 55 51 46 73 70 59 56 51 47
375 375 65 62 62 60 56 53 74 71 61 59 54 51 76 73 62 59 55 52 78 75 63 59 55 53
375 450 67 65 64 62 58 56 74 71 64 62 58 56 76 73 64 62 58 56 78 75 64 62 58 56

10 5

150 150 55 54 53 50 45 38 59 57 53 50 45 38 61 59 54 51 46 39 62 60 54 51 46 40
250 250 60 58 57 55 50 45 65 62 58 55 50 45 67 64 58 55 51 46 68 65 59 55 51 47
375 375 65 62 62 60 56 53 70 66 61 59 54 51 71 69 62 59 54 52 72 70 62 59 55 53
375 450 67 65 64 62 58 56 70 66 64 62 58 56 71 69 64 62 58 56 72 70 64 62 58 56

10 6

150 150 55 54 53 50 45 38 56 54 53 50 45 38 57 56 54 50 46 39 58 57 54 51 46 39
250 250 60 58 57 55 50 45 61 58 57 55 50 45 62 60 58 55 50 46 63 61 58 55 51 47
375 375 65 62 62 60 56 53 65 62 60 58 54 51 67 64 61 59 54 52 67 65 61 59 55 52
375 450 67 65 64 62 58 56 67 65 64 62 58 56 67 65 64 62 58 56 67 65 64 62 58 56

20 4

200 200 55 54 53 52 48 42 70 65 53 50 46 39 68 63 52 50 46 39 67 62 52 50 46 39
300 300 61 59 57 56 53 49 75 71 58 56 52 48 73 69 58 56 52 48 72 68 58 56 52 48
400 400 65 63 61 60 57 55 78 75 62 60 57 54 77 73 62 60 57 54 75 72 61 60 57 54
400 800 79 77 74 74 72 72 78 75 74 74 72 72 77 73 74 74 72 72 75 72 74 74 72 72

20 5

200 200 55 54 53 52 48 42 62 58 52 50 45 39 62 59 52 50 45 39 62 60 52 50 46 39
375 375 64 62 60 59 56 54 71 67 61 59 56 53 71 68 61 59 56 53 72 69 61 59 56 53
500 500 69 67 64 64 61 60 75 71 64 64 61 60 76 72 65 64 61 60 76 73 65 64 61 59
500 800 79 77 74 74 72 72 79 77 74 74 72 72 79 77 74 74 72 72 79 77 74 74 72 72

20 6

200 200 55 54 53 52 48 42 56 54 52 50 45 39 56 55 52 49 45 39 57 56 52 49 45 39
375 375 64 62 60 59 56 54 66 62 60 59 56 53 66 63 60 59 56 53 66 64 60 59 56 53
550 550 73 70 67 67 64 64 72 67 65 65 62 61 72 69 65 65 62 61 72 69 65 65 62 61
550 800 79 77 74 74 72 72 79 77 74 74 72 72 79 77 74 74 72 72 79 77 74 74 72 72

30 5

350 350 60 58 57 54 50 46 63 61 56 53 49 43 65 64 57 54 49 44 67 66 57 54 50 44
500 500 66 63 61 59 55 52 67 64 60 58 54 51 69 68 61 59 54 51 71 70 62 59 55 52
500 800 75 72 68 68 65 63 75 72 68 68 65 63 75 72 68 68 65 63 75 72 68 68 65 63
500 1000 80 78 73 73 70 70 80 78 73 73 70 70 80 78 73 73 70 70 80 78 73 73 70 70

30 6

350 350 60 58 57 54 50 46 63 60 57 55 51 46 65 63 58 55 51 46 67 65 58 56 51 47
550 550 67 65 62 61 57 54 68 65 61 59 55 53 70 68 62 60 55 53 71 70 62 60 56 53
550 800 75 72 68 68 65 63 75 72 68 68 65 63 75 72 68 68 65 63 75 72 68 68 65 63
550 1000 80 78 73 73 70 70 80 78 73 73 70 70 80 78 73 73 70 70 80 78 73 73 70 70

30 8

350 350 60 58 57 54 50 46 61 58 56 53 49 45 62 59 56 53 49 45 63 59 56 53 49 45
550 550 67 65 62 61 57 54 69 66 63 61 58 55 70 67 63 61 58 55 70 68 63 61 58 55
800 800 75 73 69 68 65 64 75 73 69 68 65 63 76 74 69 68 65 63 77 75 69 68 65 64
800 1000 80 78 73 73 70 70 80 78 73 73 70 70 80 78 73 73 70 70 80 78 73 73 70 70

40 6

350 350 60 56 55 51 46 39 63 58 55 52 48 43 65 61 56 53 48 44 66 63 56 53 49 44
550 550 65 61 59 56 52 47 66 61 57 55 51 47 68 64 58 55 51 48 69 66 58 55 51 48
550 1100 77 73 69 67 64 62 77 73 69 67 64 62 77 73 69 67 64 62 77 73 69 67 64 62
550 1600 86 83 77 76 74 73 86 83 77 76 74 73 86 83 77 76 74 73 86 83 77 76 74 73

40 8

600 600 66 62 60 57 53 49 68 65 60 58 54 51 69 66 60 58 54 51 70 66 61 58 55 52
900 900 73 69 65 63 60 57 74 71 64 63 60 60 76 72 65 64 61 60 76 72 65 64 61 60
1100 1100 77 73 69 67 64 62 77 74 66 66 63 64 79 74 67 66 64 64 79 75 67 66 64 65
1100 1600 86 83 77 76 74 73 86 83 77 76 74 73 86 83 77 76 74 73 86 83 77 76 74 73

40 10

600 600 66 62 60 57 53 49 66 63 60 57 53 50 68 63 61 58 54 50 68 64 61 58 54 50
900 900 74 70 66 64 61 59 73 68 64 63 60 58 74 69 65 63 60 59 74 70 65 64 60 59
1100 1100 77 73 69 67 64 62 76 71 66 66 63 63 77 72 67 66 63 63 77 73 67 66 63 64
1100 1600 86 83 77 76 74 73 86 83 77 76 74 73 86 83 77 76 74 73 86 83 77 76 74 73

Performance Notes:
1. Test data obtained in accordance with AHRI Standard 

880-2011 and ASHRAE Standard 130-2016.
2. Sound Power Levels expressed in decibels (dB) re 10-12 

watts

3. Data is raw without any corrections for Room Absorption, 
duct attenuation, or ceiling transmission loss.

4. Fan external static pressure is 0.25" W.G. in all cases.
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PERFORMANCE DATA
FDU Booster & Terminal - Heating Water Coil Data
Size 10 & 20

Rows
Coil 
GPM

WPD (ft. w.g) 
Loss

Capacity (MBH)
Airflow Rate (CFM)

150 300 450 600

1 Row Multi Circuit

1 0.62 Total 8.6 11.8 13.8 15.5
2 2.16 Total 9.6 13.9 16.8 18.9
4 7.62 Total 10.3 15.4 19.0 21.7
6 16.02 Total 10.4 15.7 19.4 22.2

APD, ΔPs (in. w.g) 0.015 0.045 0.088 0.141

2 Row Multi Circuit

1 0.16 Total 13.1 19.2 22.8 25.2
2 0.55 Total 14.4 22.7 28.3 32.4
4 1.92 Total 15.0 24.7 31.7 37.1
6 4.02 Total 15.3 25.5 33.1 39.1

APD, ΔPs (in. w.g) 0.032 0.100 0..194 0.311

Size 30 & 50

Rows
Coil 
GPM

WPD (ft. w.g) 
Loss

Capacity (MBH)
Airflow Rate (CFM)

200 500 800 1100

1 Row Multi Circuit

1 0.11 Total 10.6 15.5 17.9 19.4
2 0.39 Total 12.3 19.5 23.5 26.2
4 1.37 Total 13.4 22.2 27.5 31.3
6 2.87 Total 13.8 23.4 29.4 33.7

APD, ΔPs (in. w.g) 0.014 0.065 0.141 0.238

2 Row Multi Circuit

1 0.21 Total 16.2 24.9 28.9 31.2
2 0.71 Total 18.5 31.9 39.3 44.0
4 2.48 Total 19.7 36.5 46.9 54.2
6 5.18 Total 20.1 38.4 50.3 58.9

APD, ΔPs (in. w.g) 0.032 0.143 0.309 0.522

Size 40

Rows
Coil 
GPM

WPD (ft. w.g) 
Loss

Capacity (MBH)
Airflow Rate (CFM)

300 750 1200 1650

1 Row Multi Circuit

1 0.14 Total 13.4 18.5 20.8 22.2
2 0.47 Total 16.3 24.5 28.8 31.5
4 1.64 Total 18.2 29.0 35.2 39.4
6 3.44 Total 18.9 31.1 38.3 43.4

APD, ΔPs (in. w.g) 0.019 0.087 0.189 0.321

2 Row Multi Circuit

1 0.09 Total 20.9 29.5 33.0 34.9
2 0.32 Total 25.2 40.6 48.1 52.8
4 1.13 Total 27.7 48.9 61.0 69.2
6 2.35 Total 28.5 52.0 66.3 76.3

APD, ΔPs (in. w.g) 0.043 0.192 0.415 0.703

Correction Factors - FDU Hot Water Coils
EAT (°F) EWT (°F)

130 140 150 160 170 180 190 200 210
60 0.65 0.74 0.83 0.91 0.99 1.08 1.17 1.24 1.33
65 0.61 0.69 0.78 0.87 0.95 1.04 1.12 1.20 1.29
70 0.56 0.65 0.74 0.83 0.91 1.00 1.08 1.16 1.25
75 0.52 0.61 0.70 0.79 0.87 0.96 1.04 1.12 1.21
80 0.48 0.57 0.65 0.70 0.83 0.92 1.00 1.08 1.17

Performance Notes:
1. Tabulated values are in MBH (thousands of BTU/h) and using 

an arbitry circuit option. Other circuit options are available.
2. Tables are based on 180°F EWT & 70°F EAT for heating, 

and 80°F DB / 67°F WB EAT & 45°F EWT for cooling.
3. Multiply MBH values by correction factors listed for other 

temperature difference conditions.
4. Minimum flows are based on ASHRAE recommendation for 

coil selection. For further selections please contact your 
local Price representative.

5. Water pressure drop (WPD) or head loss is in feet of water.
6. Air pressure drop (APD) is the pressure drop in inches of 

water across the coil.
7. See fan curves for fan capacity with coils.
8. Air temperature rise = ATR (°F) = 927 x MBH/CFM
9. Water temperature drop = WTD (°F) = 2.04 x MBH/GPM
10. Values in tables are listed for 0 ft. of altitude and no glycol 

in the system.

11. For information outside the ranges in these tables, consult 
the current Price software of your local Price representative 
for accurate information.

12. Connections: 7/8 in. OD male solder.
13. Coils used have been performance rated and certified in 

accordance with the current edition of AHRI Standard 410
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PERFORMANCE DATA
FDU Booster & Terminal - Cooling Water Coil Data
Size 10 

Rows
Coil 
GPM

WPD (ft. w.g) 
Loss

Capacity (MBH)
Airflow Rate (CFM)

50 100 200 300

1 Row Multi Circuit

1 0.58 Total 1.5 2.0 2.4 2.7
Sensible 0.9 1.3 2.0 2.7

2 1.98 Total 1.7 2.5 3.2 3.7
Sensible 1.0 1.5 2.3 3.0

4 6.86 Total 1.9 3.0 4.2 4.9
Sensible 1.1 1.7 2.7 3.5

APD, ΔPs (in. w.g) 0.004 0.014 0.043 0.080

2 Row Multi Circuit

1 1.46 Total 2.2 3.2 4.1 4.7
Sensible 1.3 2.1 3.3 4.3

2 4.94 Total 2.5 3.9 5.5 6.3
Sensible 1.4 2.4 3.8 5.1

4 16.99 Total 2.6 4.5 6.9 8.4
Sensible 1.5 2.7 4.5 5.9

APD, ΔPs (in. w.g) 0.099 0.030 0.092 0.180

3 Row Multi Circuit

1 0.26 Total 2.5 3.7 4.9 5.6
Sensible 1.5 2.4 3.9 5.1

2 0.87 Total 2.7 4.5 6.4 7.5
Sensible 1.6 2.8 4.5 5.9

4 2.96 Total 2.8 5.0 7.8 9.6
Sensible 1.7 3.0 5.1 6.8

APD, ΔPs (in. w.g) 0.014 0.044 0.139 0.267

4 Row Multi Circuit

1 0.34 Total 2.7 4.2 5.8 6.7
Sensible 1.6 2.7 4.4 5.7

2 1.12 Total 2.8 5.0 7.4 8.9
Sensible 1.7 3.1 5.1 6.7

4 3.81 Total 2.9 5.4 9.0 11.2
Sensible 1.7 3.3 5.8 7.7

APD, ΔPs (in. w.g) 0.018 0.058 0.183 0.361

6 Row Multi Circuit

1 0.48 Total 2.8 4.9 7.0 8.2
Sensible 1.7 3.0 5.0 6.6

2 1.61 Total 2.9 5.5 8.9 10.9
Sensible 1.8 3.4 5.8 7.8

4 5.47 Total 2.9 5.7 10.3 13.5
Sensible 1.8 3.5 6.5 8.9

APD, ΔPs (in. w.g) 0.028 0.088 0.277 0.540

Performance Notes:
1. Tabulated values are in MBH (thousands of BTU/h) and using 

an arbitry circuit option. Other circuit options are available.
2. Tables are based on 180°F EWT & 70°F EAT for heating, 

and 80°F DB / 67°F WB EAT & 45°F EWT for cooling.
3. Multiply MBH values by correction factors listed for other 

temperature difference conditions.
4. Minimum flows are based on ASHRAE recommendation for 

coil selection. For further selections please contact your 
local Price representative.

5. Water pressure drop (WPD) or head loss is in feet of water.
6. Air pressure drop (APD) is the pressure drop in inches of 

water across the coil.
7. See fan curves for fan capacity with coils.
8. Air temperature rise = ATR (°F) = 927 x MBH/CFM
9. Water temperature drop = WTD (°F) = 2.04 x MBH/GPM
10. Values in tables are listed for 0 ft. of altitude and no glycol 

in the system.

11. For information outside the ranges in these tables, consult 
the current Price software of your local Price representative 
for accurate information.

12. Connections: 7/8 in. OD male solder.
13. Coils used have been performance rated and certified in 

accordance with the current edition of AHRI Standard 410
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PERFORMANCE DATA
FDU Booster & Terminal - Cooling Water Coil Data
Size 20 

Rows
Coil 
GPM

WPD (ft. w.g) 
Loss

Capacity (MBH)
Airflow Rate (CFM)

100 200 300 400

1 Row Multi Circuit

1 1.03 Total 2.3 2.9 3.2 3.5
Sensible 1.4 2.2 3.1 3.4

2 3.49 Total 2.9 3.9 4.5 4.8
Sensible 1.7 2.6 3.3 3.9

4 12.03 Total 3.5 5.0 6.0 6.7
Sensible 1.9 3.0 3.9 4.6

APD, ΔPs (in. w.g) 0.007 0.022 0.041 0.066

2 Row Multi Circuit

1 0.26 Total 3.5 4.5 5.1 5.6
Sensible 2.1 3.4 4.4 5.5

2 0.88 Total 4.2 6.0 6.7 7.5
Sensible 2.5 4.0 5.3 6.3

4 2.99 Total 4.8 7.4 9.0 10.0
Sensible 2.8 4.6 6.0 7.2

APD, ΔPs (in. w.g) 0.015 0.058 0.092 0.148

3 Row Multi Circuit

1 0.8 Total 4.2 5.7 6.6 7.3
Sensible 2.6 4.1 5.5 6.5

2 1.26 Total 5.0 7.5 8.8 9.9
Sensible 2.9 4.8 6.4 7.7

4 4.29 Total 5.4 9.0 11.4 13.0
Sensible 3.2 5.5 7.4 9.0

APD, ΔPs (in. w.g) 0.023 0.071 0.136 0.220

4 Row Multi Circuit

1 0.49 Total 4.7 6.6 7.7 8.5
Sensible 2.8 4.6 6.0 7.4

2 1.64 Total 5.4 8.5 10.4 11.6
Sensible 3.2 5.4 7.1 8.8

4 5.57 Total 5.7 10.1 13.1 15.1
Sensible 3.4 6.1 8.3 10.2

APD, ΔPs (in. w.g) 0.030 0.094 0.184 0.292

6 Row Multi Circuit

1 0.71 Total 5.3 7.9 9.3 10.2
Sensible 3.2 5.1 6.8 8.3

2 2.38 Total 5.8 9.9 12.4 14.2
Sensible 3.4 6.1 8.2 10.0

4 8.06 Total 5.9 11.2 15.2 18.1
Sensible 3.5 6.7 9.4 11.7

APD, ΔPs (in. w.g) 0.045 0.141 0.285 0.440

Performance Notes:
1. Tabulated values are in MBH (thousands of BTU/h) and using 

an arbitry circuit option. Other circuit options are available.
2. Tables are based on 180°F EWT & 70°F EAT for heating, 

and 80°F DB / 67°F WB EAT & 45°F EWT for cooling.
3. Multiply MBH values by correction factors listed for other 

temperature difference conditions.
4. Minimum flows are based on ASHRAE recommendation for 

coil selection. For further selections please contact your 
local Price representative.

5. Water pressure drop (WPD) or head loss is in feet of water.
6. Air pressure drop (APD) is the pressure drop in inches of 

water across the coil.
7. See fan curves for fan capacity with coils.
8. Air temperature rise = ATR (°F) = 927 x MBH/CFM
9. Water temperature drop = WTD (°F) = 2.04 x MBH/GPM
10. Values in tables are listed for 0 ft. of altitude and no glycol 

in the system.

11. For information outside the ranges in these tables, consult 
the current Price software of your local Price representative 
for accurate information.

12. Connections: 7/8 in. OD male solder.
13. Coils used have been performance rated and certified in 

accordance with the current edition of AHRI Standard 410
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PERFORMANCE DATA
FDU Booster & Terminal - Cooling Water Coil Data
Size 30 

Rows
Coil 
GPM

WPD (ft. w.g) 
Loss

Capacity (MBH)
Airflow Rate (CFM)

200 300 400 500

1 Row Multi Circuit

1 0.18 Total 2.9 3.2 3.6 3.9
Sensible 2.2 3.2 3.6 3.9

3 1.27 Total 4.5 5.3 5.7 6.1
Sensible 2.8 3.6 4.3 5.0

6 4.36 Total 5.6 6.8 7.7 8.3
Sensible 3.3 4.3 5.1 5.8

APD, ΔPs (in. w.g) 0.014 0.025 0.041 0.059

2 Row Multi Circuit

1 0.34 Total 4.8 5.5 6.1 6.5
Sensible 3.6 4.6 6.1 6.5

3 2.34 Total 7.3 8.8 9.8 10.3
Sensible 4.5 5.9 7.2 8.4

6 8.00 Total 8.7 11.1 12.9 14.3
Sensible 5.2 6.9 8.4 9.8

APD, ΔPs (in. w.g) 0.029 0.057 0.090 0.129

3 Row Multi Circuit

1 0.16 Total 5.8 6.7 7.4 8.0
Sensible 4.1 5.5 6.6 8.0

3 1.23 Total 8.7 10.7 12.0 13.1
Sensible 5.4 7.1 8.6 10.0

6 4.16 Total 9.9 13.0 15.2 17.0
Sensible 5.9 8.1 10.0 11.6

APD, ΔPs (in. w.g) 0.044 0.084 0.136 0.196

4 Row Multi Circuit

1 0.2 Total 6.7 7.8 8.6 9.3
Sensible 4.6 6.0 7.5 8.5

3 1.56 Total 9.7 12.3 14.1 15.5
Sensible 5.9 8.0 9.7 11.3

6 5.3 Total 10.7 14.6 17.5 19.7
Sensible 6.5 9.0 11.2 13.2

APD, ΔPs (in. w.g) 0.058 0.114 0.181 0.263

6 Row Multi Circuit

1 0.29 Total 7.9 9.4 10.4 11.1
Sensible 5.1 6.8 8.3 9.9

3 2.22 Total 10.8 14.4 16.9 18.8
Sensible 6.6 9.0 11.1 13.0

6 7.51 Total 11.4 16.3 20.2 23.4
Sensible 6.9 10.0 12.7 15.1

APD, ΔPs (in. w.g) 0.087 0.171 0.273 0.394

Performance Notes:
1. Tabulated values are in MBH (thousands of BTU/h) and using 

an arbitry circuit option. Other circuit options are available.
2. Tables are based on 180°F EWT & 70°F EAT for heating, 

and 80°F DB / 67°F WB EAT & 45°F EWT for cooling.
3. Multiply MBH values by correction factors listed for other 

temperature difference conditions.
4. Minimum flows are based on ASHRAE recommendation for 

coil selection. For further selections please contact your 
local Price representative.

5. Water pressure drop (WPD) or head loss is in feet of water.
6. Air pressure drop (APD) is the pressure drop in inches of 

water across the coil.
7. See fan curves for fan capacity with coils.
8. Air temperature rise = ATR (°F) = 927 x MBH/CFM
9. Water temperature drop = WTD (°F) = 2.04 x MBH/GPM
10. Values in tables are listed for 0 ft. of altitude and no glycol 

in the system.

11. For information outside the ranges in these tables, consult 
the current Price software of your local Price representative 
for accurate information.

12. Connections: 7/8 in. OD male solder.
13. Coils used have been performance rated and certified in 

accordance with the current edition of AHRI Standard 410
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PERFORMANCE DATA
FDU Booster & Terminal - Cooling Water Coil Data
Size 40 

Rows
Coil 
GPM

WPD (ft. w.g) 
Loss

Capacity (MBH)
Airflow Rate (CFM)

300 400 500 600

1 Row Multi Circuit

1 0.22 Total 3.5 3.9 4.3 4.5
Sensible 3.4 3.8 4.2 4.4

3 1.54 Total 5.9 6.4 6.9 7.2
Sensible 3.8 4.6 5.3 5.9

6 5.29 Total 7.6 8.6 9.4 10.0
Sensible 4.5 5.4 6.2 7.0

APD, ΔPs (in. w.g) 0.017 0.028 0.041 0.055

2 Row Multi Circuit

1 0.14 Total 5.7 6.4 6.8 7.2
Sensible 4.6 6.3 6.7 7.1

3 1.06 Total 9.3 10.3 11.0 11.8
Sensible 6.1 7.6 8.6 9.6

6 3.6 Total 11.5 13.3 14.7 15.8
Sensible 7.0 8.5 9.9 11.1

APD, ΔPs (in. w.g) 0.039 0.062 0.089 0.121

3 Row Multi Circuit

1 0.19 Total 7.2 8.0 8.5 9.1
Sensible 5.7 6.8 8.4 9.0

3 1.49 Total 11.6 13.1 14.4 15.4
Sensible 7.3 8.9 10.4 11.8

6 5.05 Total 14.0 16.6 18.7 20.3
Sensible 8.4 10.4 12.1 13.7

APD, ΔPs (in. w.g) 0.058 0.094 0.135 0.181

4 Row Multi Circuit

1 0.25 Total 8.4 9.2 9.9 10.4
Sensible 6.1 7.6 8.7 10.3

3 1.91 Total 13.2 15.2 16.8 18.0
Sensible 8.2 10.0 11.7 13.4

6 6.47 Total 15.5 18.8 21.4 23.5
Sensible 9.3 11.6 13.6 15.6

APD, ΔPs (in. w.g) 0.078 0.125 0.181 0.244

6 Row Multi Circuit

1 0.36 Total 9.9 11.0 11.8 12.4
Sensible 6.8 8.4 10.0 11.1

3 2.73 Total 15.2 18.1 20.1 21.9
Sensible 9.2 11.4 13.3 15.1

6 9.23 Total 17.0 21.4 25.0 27.9
Sensible 10.2 13.0 15.5 17.8

APD, ΔPs (in. w.g) 0.118 0.188 0.272 0.366

Performance Notes:
1. Tabulated values are in MBH (thousands of BTU/h) and using 

an arbitry circuit option. Other circuit options are available.
2. Tables are based on 180°F EWT & 70°F EAT for heating, 

and 80°F DB / 67°F WB EAT & 45°F EWT for cooling.
3. Multiply MBH values by correction factors listed for other 

temperature difference conditions.
4. Minimum flows are based on ASHRAE recommendation for 

coil selection. For further selections please contact your 
local Price representative.

5. Water pressure drop (WPD) or head loss is in feet of water.
6. Air pressure drop (APD) is the pressure drop in inches of 

water across the coil.
7. See fan curves for fan capacity with coils.
8. Air temperature rise = ATR (°F) = 927 x MBH/CFM
9. Water temperature drop = WTD (°F) = 2.04 x MBH/GPM
10. Values in tables are listed for 0 ft. of altitude and no glycol 

in the system.

11. For information outside the ranges in these tables, consult 
the current Price software of your local Price representative 
for accurate information.

12. Connections: 7/8 in. OD male solder.
13. Coils used have been performance rated and certified in 

accordance with the current edition of AHRI Standard 410
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