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DBV - VAV DAMPER BASKET

STANDARD FEATURES:

• BLACK FIRE RATED (UL 94/2043) POLYMER BASKET AND DAMPER
• RJ12 JACKS FOR DAISY CHAIN CONNECTION
• 24VAC BI-DIRECTIONAL ACTUATOR (3 VA LOAD)
• COMPLETE WITH 25' C25 PLENUM RATED CONTROL CABLE
  (BOTH ENDS TERMINATED W/ MODULAR PLUGS)

OPTIONS:

� C25S (25') - PLENUM RATED CONTROL CABLE ONE
    END TERMINATED WITH A MODULAR PLUG OTHER
    END STRIPPED FOR TERMINAL BLOCK INSTALLATION
    TO STAT/DDC SYSTEM BY OTHERS
� HIGH PERFORMANCE (HP) - INCREASED AIRFLOW
    (8" DIFFUSER ONLY)

NOTES:

 • FACTORY TOLERANCE +/- 1/32" (1)
 • IF CONNECTED TO STAT/DDC BY OTHERS, MUST BE CALIBRATED OPEN
 • UNITS SHIP ASSEMBLED

6.50 [165]

BI-DIRECTIONAL
ACTUATOR

RJ12 INTERFACE FOR
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BASKET

VAV DAMPER
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AIR SEAL GASKET

DIFFUSER SIZE BASKET DIAMETER A

8R 7.40 (188)

10R 9.40 (239)

BASKET SIZE OPTIONS:

0.30 (8) FLANGE WIDTH

BASKET VANE QTY:
15 VANES STANDARD
 5 VANES FOR HP OPTION


