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FINISH:
 • Pattern controllers - B17 black
 • Diffuser face:

Alignment Bracket for
ARMSTRONG Metal Ceiling

Face Overall = 
Nom. Length - 1/4" (6mm)

1 1/2"
38mmNOTES:

 • Minimum length 24" (610mm)
 • Maximum length 72" (1829mm)
 • 180° air pattern adjustment available
 • Suitable for installation in Armstrong Metalworks for
   Techzone Torsion Spring Ceiling with 1 1/2" (38mm)
   depth
 • For use with SDB / SDBI type AMT plenum
    (order plenum separately)
• Factory tolerance +/-1/32" (1mm)

MATERIALS:
 • Extruded aluminum frame
 • Extruded aluminum  pattern controllers

ACCESSORIES:
 TMB T-bar mounting bracket for type AMT
    (for use when installed without an SDB plenum)

 A-WHA - ARMSTRONG Whitelume
 A-SIA - ARMSTRONG Silverlume
 A-MYA - ARMSTRONG Gun Metal Gray
 A-BL - ARMSTRONG Tech Black
 B25 - Custom Matched Color
 Other optional finishes available








Slots A B

1 2 1/2" (64mm)

2 1 3/4" (44mm)

3 1" (25mm)

Module 

Width

6" 

(152mm)

4" 

(102mm)

SDS/SDR Type AMT

3 3/4" (95mm)

5 3/4" (146mm)

1 1 1/2" (38mm)

Nominal Length

T-Bar

    3/4"
(19mm)

    3/4"
(19mm)

Overall Width = B

Module Width

    3/4"
(19mm)

    3/4"
(19mm)

Overall Width = B

Module Width

 SDS75 - Supply Diffuser, 3/4" Slot  SDR75 - Return Diffuser, 3/4" Slot

TMB

  1 1/2"
(38mm)

  1 1/2"
(38mm)
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